Q Tarkett

EC Declaration of Conformity

Issued in Accordance with the Construction Products Directive (CPD)

This is to certify that in compliance with the Council Directive 89/106/EEC of 21% December 1988 on
construction products, as amended by Council Directive 93/68/EEC of 22 July 1993 and Regulation (EC) No
1882/2003 of the European Parliament and of the Council of 29 September 2003.

Tarkett AB

SE- 289 89 Hanaskog

Manufacturing plant:

Hanaskog

declares that the products detailed below conform to type as required by the above Directives as evidenced by
the conformity Route below under attestation system 3 of Appendix ZA.2 of EN 14342:2005+A1 2008

Characteristic Standard / Performance declaration Certificate / Report
Number
Salsa, Bravo Ds-s1
Basic / Access CWFT according to EN
Reaction to fire Profess!onal 14 mm 14342 : Table 1
EN 13501-1 Professional 22 mm
Rumba Dfl-s1 P 802427A
Tango SP Swedish national testing
Professional 13 mm and research institute
B1792/06
B1151/06
WKI Fraunhofer Wilhelm
Emission of formaldehyde EN 717-1 E1l Klauditz Institut
F 619891 SP Swedish
national testing and
research institute
Breaking strength EN 1533 NPD
Slipperiness EN 1339 NPD
Professional 22 mm 0,12 W/mk
Salsa, Bravo 0,11 W/mk
. EN 12664 / Basic / Access F6l5e24 .
Thermal conductivity EN 12524 Professional 14 mm SP Swedish r!atl(_)nal testing
Rumba 011 Wimk and research institute
Tango
Professional 13 mm
Biological durability EN 335-2 Class 1

Name and address of notified bodies involved in initial type testing:
WKI Fraunhofer Wilhelm Klauditz Institut

SP Swedish national testing and research institute

Box 857
SE-501 15 Boras

Products :

Professional :

Bienroder Weg 54E
DE-38 108 Braunschweig

22 mm 3-layer lacquered parquet

Salsa, Bravo, Basic, Access*, Professional: 14 mm 3-layer lacquered parquet

Rumba, Tango*, Professional:

13 mm 3-layer lacquered parquet

* New product name based on the same construction.

Use
Standards applicable

Name: Risto Pentikdinen
Position: Site Manager

Floor covering for indoor use

EN 13489 — Wood flooring — multi-layer parquet elements
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